
letzte Aktualisierung am 22.06.2022

flyeralarm.com

layout 
ut lay-

x
y

layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 
layout layout layout layout layout layout 

A

A

B

B

layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 
layout layout layout layout layout 

C

C

C

C

3 mm

 600 mm 

 594 mm 

 
92

6 
m

m
 

 
92

0 
m

m
 

 
84

0 
m

m
 

35 mm  links / rechts
75 mm  oben / unten

Zeichnungen sind nicht maßstabsgetreu

Sicherheitsabstand (y)

Beschnittzugabe (x)

Allwetterplakat Basic

Auflösung muß mindestens 150 dpi sein.

Schriftgröße mindestens 18 Punkt
Schriftsstärken und typografische Linien mindestens 
2 Punkt (0,7 mm) dick.

Laschen zur Stabilisierung (C) vor Befestigung nach 
hinten umklappen

A =  Datenformat 
B = Endformat
C = Laschen zur Stabilisierung

Stanzung
Oben / unten: Durchmesser 10 mm (mittig)
Links / rechts: Durchmesser 6 mm (seitlich)

Zeichnungen sind nicht maßstabsgetreu

DIN A1

Ansicht Endprodukt

allwetterplakat_basic_a1
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